
800 SERIES RANGES
ELECTRIC

KEY FEATURES

• High performance 2.8kw open radiant elements or easy to  
 clean 2kw solid hot plates available for all models. 

• Stainless steel fascia and sides, spill zone and drip trays
 for ease of cleaning. 

• Flexible, modular cook top design enables many
 combinations of elements and griddle. 

• Static, fan forced or convection oven options in gastronorm  
 compatible sizes: 490, 690 and 990mm wide.

• Ovens are fully insulated vitreous enamel for even heat
 and easy cleaning.

• Heavy duty welded steel body for rigidity and durability.

• 12 months parts & labour warranty.

• 10 year parts availability guarantee.

• Australian born & bred.

MODELS

PE-4S-20 and PE-4R-20
+ oven & griddle options 
 
PE-4S-28 and PE-4R-28
+ oven & griddle options

PE-6S-28 and PE-6R-28
+ oven & griddle options

PE-8S-40 and PE-8R-40
+ oven & griddle options

PE-4S-20

PE-6R-28

PEC-6R-12G-28



GOLDSTEIN ESWOOD
211 - 217 Woodpark Rd SMITHFIELD NSW 2164
T: 1800 013 123     F: 02 96045420
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800 SERIES RANGES
ELECTRIC

PE-4-20S / PE-4-20R

PE-6S-28 / PE-6R-28

PE-8S-40 / PE-8R-40

Goldstein Eswood continually works on improving our products, so dimensions may change without notice.
For any construction critical dimensions please check with us.

Dimensions (WxDxH):

Working Height:

Solid Plates:

Radiant Plates:

Electric Connection: 

Rating:

Weight:

Packed:

Dimensions (WxDxH):

Working Height:

Solid Plates:

Radiant Plates:

Electric Connection: 

Rating:

Weight:

Packed:

Dimensions (WxDxH):

Working Height:

Solid Plates:

Radiant Plates:

Electric Connection: 

Rating:

Weight:

Packed:

610 x 800 x 1120 mm

914 mm

Up to 4 + Griddle options

Up to 4 + Griddle options

3 phase, 415V + N + E

14 kW / 17 kW

129 kg

0.5 m3

914 x 800 x 1120 mm

914 mm

Up to 6 + Griddle options

Up to 6 + Griddle options

3 phase, 415V + N + E

Up to 25 kW

281 kg

0.8 m3

1220 x 800 x 1120 mm

914 mm

Up to 8 + Griddle options

Up to 8 + Griddle options

3 phase, 415V + N + E

Up to 33 kW

Up to 300 kg

1.1 m3
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PE-2S-24G-28

PE-2S-12G-20 PE-2R-12G-20

PE-2R-24G-28

PE-6S-12G-40

PE-6R-12G-40

PE-4S-24G-40

PE-4R-24G-40

PE-2S-36G-40

PE-2R-36G-40

PE-48G-40

PE-4S-12G-28 PE-4R-12G-28 PE-36G-28


